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RoClean L211

Avista Technologies (UK) Ltd
13 Nasmyth Square
Houstoun Industrial Estate
Livingston
EH54 5GG 
United Kingdom
+44 (0)131 449 6677
+44 (0)131 449 5599
productsupport@avistatech.co.uk

High pH RO Membrane Cleaner - Liquid.

Xi; R36/37/38

Irritating to eyes, respiratory system and skin.

Trisodium n-hydroxyethyl ethylene 
diamine triacetate

139-89-9 205-381-9 Xi; R36/37/3810 - 20%

Triethanolamine 102-71-6 203-049-8 Xi; R36/3810 - 20%

Ethanolamine 603-030-00-8 141-43-5 205-483-3 Xn; R20/21/22 C; R341 - 10%

Inhalation may cause coughing, tightness of the chest and irritation of the respiratory system. 
Move the exposed person to fresh air. Seek medical attention if irritation or symptoms persist.
Irritating to eyes. Rinse immediately with plenty of water for 15 minutes holding the eyelids open. 
Seek medical attention if irritation or symptoms persist.
Wash off immediately with plenty of soap and water. Remove contaminated clothing. Seek medical 
attention if irritation or symptoms persist.
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DO NOT INDUCE VOMITING. Ingestion may cause nausea and vomiting. Seek medical attention 
if irritation or symptoms persist.

Use extinguishing media appropriate to the surrounding fire conditions.
 Extinguishing media. Water spray. Foam. Dry chemical. Carbon dioxide (CO2).

Burning produces irritating, toxic and obnoxious fumes.

Wear suitable respiratory equipment when necessary.

Ensure adequate ventilation of the working area. Wear suitable protective equipment. See section 
8 for further information.

Do not allow product to enter drains.
 Prevent further spillage if safe.

Absorb with inert, absorbent material. Sweep up. Transfer to suitable, labelled containers for 
disposal. Clean spillage area thoroughly with plenty of water.

Avoid contact with eyes and skin.
 Ensure adequate ventilation of the working area. Adopt best Manual Handling considerations 
when handling, carrying and dispensing.

Keep in a cool, dry, well ventilated area. Keep containers tightly closed. Store in correctly labelled 
containers.

Plastic containers.

1 2.5
3 7.6

Ensure adequate ventilation of the working area.

Wear chemical protective clothing.

Approved safety goggles.
Chemical resistant gloves (PVC).

Wear:. Suitable respiratory equipment.

2011-03-24Powered byCopyright © 2011 ChemSoft Limited.  All rights reserved.



3/5

4
2010-11-04

Amber
Slight
10.50 - 11.50
> 100°C
1.05 - 1.15
<1
<1
Liquid
Miscible in water

Stable under normal conditions.

Oxidising agents.
 Strong acids.

No data is available on this product.

May cause irritation to eyes.
No sensitizaton effects reported.

No mutagenic effects reported.
Avoid prolonged or repeated exposure.

Oral Rat LD50 = >1090 mg/kg Dermal Rabbit LD50 = 1000 mg/kg
Oral Rat LD50 = 8.57 mg/kg Dermal Rabbit LD50 = 16 mg/kg

Daphnia LC50/48h = 33 mg/l Fathead minnows LC50/96h = 125 
mg/l

Daphnia LC50/48h = 947 mg/l Fathead minnows LC50/96h = 5600 
mg/l

No data is available on this product.

Does not bioaccumulate.

No known adverse environmental effects.

Dispose of in compliance with all local and national regulations.
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Empty containers can be sent to landfill after cleaning, if in compliance with local and national 
regulations.

UN3267

CORROSIVE LIQUID, BASIC, ORGANIC, N.O.S. (Contains Ethanolamine)
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The product is classified in accordance with 67/548/EEC.
Xi: Irritant.

R36/37/38 - Irritating to eyes, respiratory system and skin.
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S26 - In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.
S28 - After contact with skin, wash immediately with plenty of water.
S36/37/39 - Wear suitable protective clothing, gloves and eye/face protection.
S45 - In case of accident or if you feel unwell, seek medical advice immediately (show the label 
where possible).
For professional users only.

 Water Hazard Class:.
 WGK 1: according to VwVwS - 17th May 1999.

This document differs from the previous version in the following areas:.
 15 - further information.
R20/21/22 - Harmful by inhalation, in contact with skin and if swallowed.
R34 - Causes burns.
R36/37/38 - Irritating to eyes, respiratory system and skin.
R36/38 - Irritating to eyes and skin.

The information supplied in this Safety Data Sheet is designed only as guidance for the safe use, 
storage and handling of the product. This information is correct to the best of our knowledge and 
belief at the date of publication however no guarantee is made to its accuracy. This information 
relates only to the specific material designated and may not be valid for such material used in 
combination with any other materials or in any other process.

 All the raw materials used in the manufacturing process of this preparation are all pre registered 
as per the requirement of the European REACH regulation 1907/2006.
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